
KIT GAUGES GO - NO GO
TAMPONI PASSA - NON PASSA

KITTPNP
KIT OF GAUGES GO - NO GO FROM 3/16 UP TO 2"
KIT TAMPONI PASSA - NON PASSA DA 3/16 FINO A 2"

WORK GAUGES
USE TO FIND AND CONTROL THE RIGHT
CRIMPING DIAMETER.

SET UP GAUGES: 
USE TO FIND THE RIGHT CRIMPING
DIAMETER DURING THE SET UP OF THE
MACHINE.
THE USE OF SET-UP GAUGES ALLOWS THE
PLACEMENT OF THE MACHINE IN THE
CENTER OF THE TOLERANCES TO OBTAIN
THE RIGHT DEFORMATION.

TAMPONI LAVORO
UTILIZZATI PER INDIVIDUARE E
CONTROLLARE IL DIAMETRO DI
PRESSATURA CORRETTO.

TAMPONI SET UP: 
UTILIZZATI PER INDIVIDUARE IL DIAMETRO
DI PRESSATURA DURANTE IL PIAZZAMENTO
MACCHINA.
L'UTILIZZO DEI TAMPONI SET-UP CONSENTE
UN PIAZZAMENTO MACCHINA AL CENTRO
DELLE TOLLERANZE DELLE DEFORMAZIONI
DA OTTENERE.

Hose
Tubo

Work Gauge
Tamponi Lavoro

Set-up Gauge
Tamponi Set-up

Inch/Pollici DN (mm) Code Go (mm) No Go (mm) Code Go (mm) No Go (mm)

3/16 5 TPNPL03 2,55 2,85 TPNPS03 2,60 2,80

1/4 6 TPNPL04 3,40 3,80 TPNPS04 3,50 3,70

5/16 8 TPNPL05 4,80 5,20 TPNPS05 4,90 5,10

3/8 10 TPNPL06 6,30 6,70 TPNPS06 6,40 6,60

1/2 12 TPNPL08 8,50 9,00 TPNPS08 8,60 8,90

5/8 16 TPNPL10 11,00 11,50 TPNPS10 11,10 11,40

3/4 19 TPNPL12 14,00 14,50 TPNPS12 14,10 14,40

1" 25 TPNPL16 18,40 19,10 TPNPS16 18,60 18,90

1"1/4 32 TPNPL20 24,30 25,00 TPNPS20 24,50 24,80

1"1/2 38 TPNPL24 29,80 30,80 TPNPS24 30,10 30,50

2" 51 TPNPL32 41,80 42,80 TPNPS32 42,10 42,50

Components
Componenti 1


