Ventilation hose

Ventilazione® / LDA Extractionhose for welding-fumes
for gasses, smoke, welding-fumes. Hose is fully compressible.

Airflow speed : maximum 30 meter/sec.
Temperature range : -10°C / +80°C
Construction : plastified Polyestercloth, grey embedded

steel wire helix

o Inner mm kg/mtr Length mtr Art.-No.
76 0,110 6 4535 076600
102 0,165 6 4535 102600
127 0,200 6 4535 127600
152 0,280 6 4535 150600
165 0,290 6 4535 160600
203 0,450 6 4535 200600

We recommend assembly with:

ABA-clamps:
6060

" .
Mikalor-Supra-clamps: i
6202

J

(see catalogue 12-K P. 73) (see catalogue 12-K P. 77)

Ventilazione® / Calor Ventilation-and ductinghose
for hot air, smoke, fumes, chemical gasses, with high temperature.

Not suitable for solid materials.
Temperature range : -40°C / +120°C
intermittant till +150°C
Construction : Santoprene, black, with embedded
steel spiral
Bending radius : 1 x Inner diameter
o Inner mm kg/mtr Length mtr Art.-No.
51 0,250 20 4512 050000
60 0,300 20 4512 060000
70 0,440 20 4512 070000
76 0,470 20 4512 075000
80 0,500 20 4512 080000
90 0,580 20 4512 090000
102 0,620 15 4512 100000
110 0,660 15 4512 110000
127 0,840 15 4512 125000
140 0,950 15 4512 140000
152 1,030 15 4512 150000
160 1,100 15 4512 160000
180 1,350 15 4512 180000
203 1,500 15 4512 200000

We recommend assembly with:

ABA-clamps:
6060

i
Mikalor-Supra-clamps: i
6202

J

(see catalogue 12-K P. 73) (see catalogue 12-K P. 77)

Cutted length possible.
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