
DESCRIPTION: DICLE/C (LAGINA C)

Construction:

Strong, flexible and smoot super elastic material.

Crushing, abrasion, chemical agents as well as weather resisdency.

Corrugated outside.

Temperature range: -30 °C / +50 °C

Application;

Medium duty suction.

For (salt) water, liquids, light chemicals etc In industrial and agricultural application

s as well as constructions. 

Suitable for use in cold climate.
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LAG 19 3/4" 19 247 17 9 100 360 50

LAG 25 1" 25 247 17 9 110 480 50

LAG 30 30 218 15 9 120 550 50

LAG 32 1.1/4" 32 203 14 9 125 580 50

LAG 35 35 189 13 9 130 640 50

LAG 38 1.1/2" 38 189 13 9 140 670 50

LAG 40 40 174 12 9 150 700 50

LAG 45 45 174 12 9 170 870 50

LAG 51 2" 51 174 12 9 185 975 50

LAG 55 55 174 12 9 200 1080 50

LAG 60 60 174 12 9 220 1250 50

LAG 63 2 1/2" 63 160 11 9 240 1350 50

LAG 70 70 131 9 9 250 1580 SO

LAG 76 3" 76 131 9 9 270 1700 50

LAG 80 80 131 9 9 290 1800 25

LAG 90 90 102 7 8 335 2100 25

LAG 102 4" 102 102 7 8 370 2600 25

LAG 110 110 102 7 8 420 2900 25

LAG 120 120 102 7 7 500 3200 25

LAG 127 5" 127 87 6 7 515 3650 25

LAG 152 6" 152 87 6 7 610 5100 25

LAG 203 8" 203 58 4 6 820 7850 25


